
Datasheet

proSlidebarActuators

proSlidebar Options
Part Number Description Spring Int.Handle Handing

TI2 Slidebar  Left

TI4 Slidebar  Right

TN2 Slidebar Left

TN4 Slidebar Right

TS2 Slidebar  Left

TS4 Slidebar  Right

proSlidebar

•	 Used in conjunction with the “proAT Head”
•	 Particularly useful for application using small radius hinged 

doors
•	 Stainless steel casting
•	 Built in lock-out facility to accommodate a maximum of 4 

padlocks with up to 8mm diameter shackles

proSlidebar Technical Specification
Housing Materials Stainless Steel to BS3146

Colour Stainless Steel

Operating Force (spring loaded) 12N

Retention Force (locked) 10,000N

Mechanical Life >1,000,000 Switching Cycles

Performance Level PLe

B10d 5,000,000

Ambient Temperature -5°C to 80°C (23°F to 176°F)

Environment Indoor & Outdoor 

proSlidebar Ordering Information
Part No. Item No.

TI2 ITM-00038809

TI4 ITM-00038853

TN2 ITM-00038810

TN4 ITM-00038855

TS2 ITM-00038812

TS4 ITM-00038857

* Item No. or Part No. can be quoted for quotation and ordering purposes.

Dimensional Drawing
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Safety Functions - 
proSlidebar

Part No

Safety 
Function 1 

Provides link from 
interlock to door 

TI

TN TS

Safety 
Function 2 

Internal handle 
allows escape 


